





The Single-Camshaft
Engine
The design of the A7 engine
gives a number of important
advantages. With only asingle
camshaft, located at the rear,
cooler running and improved
lubrication are ensured. It
gives simplified timing gear
with a  smoother-running
engine; greater cleanliness,
both in appearance and in
service because there are
fewer joints to seal against oil
seepage; and it makes for
easier maintenance because of
the more compact overhead
rocker gear.




The Induction
Silencer-cum
Air-cleaner

This feature of the A7 has
two important advantages.
It eliminates induction
noise, giving much quieter
running, and the efficient
air filter prevents dust
and grit from being sucked

into the engine, resulting
ingreatly increased cylinder
life.




The Duplex
Primary Chain
and Tensioner

—a feature which ensures
more silent transmission
and greatly increased chain
life because of the short
pitch and duplex design.
The slipper type tensioner
makes  primary  chain
adjustment a particularly

simple operation—adjust-
ment can, of course, be
carried out without re-
moving the chaincase cover.
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Brief Specification

ALL MODELS FROM 250 c.c. "Dry sump lubrication with
separate oil tank; Amal carburetter with air cleaner; engine
shaft cush drive; front chain in oilbath; foot gear change;
telescopic forks with automatic hydrauiic damping; Dunlop
tyres; Lucas electrical equipment with sealed beam headlamp;
Speedometer. The 250 c.c. models have coil ignition with
car type distributor and automatic advance; the 500 c.c.
Twin has magneto with automatic advance and separate
dynamo. Other models have magdyno.

THE 125 c.c. TWO-STROKE has petroil lubrication; Amal
carburetter; unit construction of engine and gearbox; foot
gear change; telescopic forks; Dunlop tyres; Wico-Pacy
flywheel dynamo lighting and ignition.

Alternative finish on tank and wheels—Green and Chromium on Model
B 31, and Devon Red and Chromium on Mode! B 33. Matt Silver and
Chromium on Models M 20 and M 2! extra.




TECHNICAL DATA.

Ratios Tyre Sizes Tank Capacities
Front Rear Petrol Qil

galls. pints
]

DI . 1.7 | 22.0 2.75-19 2.75-19
clo H 9.8 | 145 3.00-19 3.00-19
Cll . 9.8 | 145 3.00-20 3.00-20
B3l 5 74| 115,167 3.25-19 3.25-19
B 22 9.3 | 145 |21.1 2.75-21 4.00-19
B33 50 | 6.6|103] 149 3.25-19 3.50-19
B 34 56 | 74115167 2.75-21 4.00-19
M 20 53 | 70|109 | 158 3.25-19 3.25-19
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M2l S/car 59 | 78122 17.6 3.25-19 3.50-19
M 33 Solo 48 | 63| 9.9 | 143 3.25-19 3.50-19
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A7 Solo 5.1 621 9.0(13.2 3.25-19 3.50-19

B.S.A. CYCLES LTD., BIRMINGHAM I|

B.S.A. Cycles Ltd. reserve the right to alter the design or any constructional details of their
manufactures at any time without giving notice.




